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FOR INSULATED-TERMINAL -

LS-01C 0.08-1.5mm? AWG 28-16
LS-02C 0.25-2.5mm? AWG 24-14
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LS.02 02525mm? AWG 24-14
LS-06 1.25-6mm®  AWG 16-10
LS-2  0.25-2.5mm? AWG20-14
LS-6  0.75-6mm*> s AWG 18-10

LS-02WF  0.14-2.5mm? AWG 26-14
| LS-06WF 0.5-6mm? AWG 20-10
' LS-16WF  6-16mm? AWG 10-5
LS-02WF2C  0.25-2.5mm? AWG 22-14
: PLUS INSULATED TERMINALS
" 0.25-2.5mm? AWG 22-14
 FORTURNED:CONTACTS PLUG
AWG 26-12
LS-6PT 1.5-6mm? AWG 16-10
6-6  0.25-6.0mm?  AWG 23-10

\ LS-4PT 0.14-4mm?
|
|
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LS-02B 0.5-2.5mm? AWG 20-14
LS-48B 0.14-1.5mm2  AWG 26-16
LS-28B 0.1-1.0mm? AWG 28-18
LS-01B 0.08-0.56mm? AWG 28-20
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LS-15RC 0.14-1.5mm? AWG 26-16

| MODEL

| 1.72mm 1.0

e 55, 58, 59, 62, 140, 141, 223, 303, 400, FIBER OPTIC BELDEN 8279
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